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“| Link: 4300 SSB to Drainage Ops @@ Cambium Networs™
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Range on path (miles)

300558 Drainage Ops
‘Cambium Networks ePMP Force 300-25 (22.9dBi) ‘Cambium Networks ePMP Force 300-25 (22.9dBi)
Antenna Height: 25 fest (Max height atsite s 2501 Antenns Height:| 25 fest (Max height st site s 2500
Maximum EIRP : 52.0dBm [ User limit Maximum EIRP : 52.0dBm [ User limit
Maximum Power : 29.0dBm. [ User limit Maximum Power : 29.0dBm. [ User limit
Dlinterference: Dlinterference:

MAC Address: MAC Address:

Performance to 4300 SSB.
Predicted Receive Power: -54dBm = 13dB.
Mean 1P Predicted: 15463 Mbps
Mean 1P Required: | 1540 | Mbps
% of Required IP: 100 %
Min IP Required : 10.0 | Mbps.
o Min IP Availability Required : [ 99.9900 | %

Opersting Contions Performance to Drsinage Ops
Framesize: 1518 | Bytes Predicted Receive Power: <54 dm £ 13 B
Link Summary Mean P Predicted: 151,10 Mbps
Aggregate IP Throughput: 30574 Mbps Mean 1P Required: [ 151.0 | Mbps

Lowest Mode Availabiity: 99.9999 % % of Required IP: 100%

tem Gain Margin: 2852 dB T
Syst o Min IP Required : 100 | Mbps
Free Space Path Loss: 10165 dB.
Gaseous Absorption Loss: 000 . Min P Availbilty Required: | 39.9900 %
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